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Metal Roofing

ADVANTA SHINGLE

PC SNAP-ON SYSTEM

SCANROOF

TECHO TILE

Specifications
Advanta Shingles are dimensional metal panels 
fabricated from 29 gauge galvanized steel. 
Weighing approximately 95 lbs. per square, the 
shingles are well suited for re-roof applications. 
Advanta Shingles are 36" wide by 12" high.

Key Benefits
• May be applied over existing  
 roof (subject to local codes)
• Designed to function as an    
 alternative to traditional asphalt
• Available in 10 standard colors 
 and 6 Americana Series colors

Specifications
PC Panels may be Batten Style or Standing 
Seam Style. Uses include roofs, mansards, and 
equipment screens. The PC panels are not 
structural panels and must be applied to a solid 
substrate. Available in .032, .040 aluminum or 24 
gauge metallic coated steel.

Key Benefits
• Can be used for tapered 
 installations 
• PC Snap-On can be curved in 
 a concave or convex style
• Available in 30 colors

Specifications
ScanRoof is a metal roofing panel with a 
simulated Northern European tile profile. 
ScanRoof is horizontally applied. ScanRoof 
panels measure 13'-10" wide by 21" high. Actual 
exposure is 13'-2" by 16-1/2". Available in 24 
gauge metallic coated steel.

Key Benefits
• May be applied over existing  
 roof (subject to local codes)
• It is a structural panel that can 
 be applied over open framing
• It has the look of European Tile 
• Available in 26 colors

Specifications
The Techo Tile panel is installed vertically up the 
slope of the roof. It is installed with metal 
fasteners long enough to penetrate solid 
substrate. Panels are 43" wide by 14" length, 
and 8" high at the “scallop”. Panels are cut to 
customer specs from 18-1/2" min. to max. of 
transportation limit. Available in .032 aluminum.

Key Benefits
• Has the look of Spanish Tile
• Available in 30 colors
• May be applied over existing  
 roof (subject to local codes)
• Techo Tile is a metal panel with  
 a deep configuration in the form
 of an “S” 
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Metal Roofing

CASTLE TOP SHINGLE
Specifications
Castle Top shingles are diamond shaped 
shingles measuring 15-3/4" by 15-3/4". Actual 
exposure is 13-1/2" by 13-1/2". An expanded 
polystyrene backer board gives Castle Top 
Shingles strength to allow for foot traffic during 
installation. There are approximately 78 shingles 
per 100 square feet. Available in .032 aluminum, 
16 oz. copper, and .028 zinc.

Key Benefits
• May be applied over existing  
 roof (subject to local codes)
• Easy to Install, durable 
 & lightweight
• Available in 30 colors
• Shingle colors can be mixed to 
 create an unique design

Specifications
Panels come in 11", 15", 19-1/4" wide. Dutch 
Seam panel lengths are cut to customer specifi-
cations, with a min. of 2' and a max. to transpor-
tation limitations. Specify with or without stiffen-
ing ribs. Available in .032, .040 aluminum, or 24 
gauge metallic coated steel.

Key Benefits
• Fastens directly to purlins
• Available in 30 colors
• Ideal for re-roofing and 
 new construction

Specifications
Granutile is a stone coated metal tile panel that 
can be used for re-roofing or new construction. 
Granutile panels are 16" wide by 46" in length. 
Actual exposure is 14-1/2"  by 43-3/4". Granutile 
is composed of layers of primer, styrene acrylic 
resin, colored crushed stone chips, and an 
acrylic top coat. Available in AZ 50 55% Al-Zn 
Alloy Coated Steel.

Key Benefits
• Unique granular product has 
 the look of shingles
• Available in 10 colors
• May be applied over existing  
 roof (subject to local codes)

Specifications
Field-Lok is a panel with a triple or double lock 
design that is interlocked in the field by use of 
mechanical seamers. Four different seam heights 
available in 2-3/8", 2", 1-1/2", 1" with a variety of 
lengths for each seam height.  Panels are cut to 
customer specifications, with a min. of 4' and 
max. to transportation limitations. Available in 
.032 aluminum or 24 gauge metallic coated steel.

Key Benefits
• Available in 30 colors
• Meets stringent building code 
 requirements relating to weather 
 tightness and wind loads
• Incorporates double seam, 
 double hook, sidelap design

GRANUTILE

DUTCH SEAM

FIELD-LOK


